MPR
—

HYDRAULISCHE LANGSCHIENEN-

UMSETZMASCHINE

Hydraulische Maschine mit Selbstfahrantrieb zum
Umsetzen von Langschienen durch einen

einzigen Bediener
Leistung : bis zu 800 m/h

Verlegen auf Spurweite : 914 bis 3 330 mm

Umsetzen von Schienen von 37 bis 70 kg/m

Hubhohe : 500 mm, Hubkraft: 7 t ;

Abstlitzungen auf allen Schwellentypen einsetzbar

Vorrichtung zum schnellen Ausgleisen

Dritter Zylinder zum Umsetzen von Einzelschienen

Nebenabtrieb zur Speisung eines Ziehgerats

ATR6
Antriebsart : Benzin, Diesel,
Gewicht : 1 095 kg

Das Recht auf Anderung unserer Produkte bleibt vorbehalten. Die auf den Fotografien dargestellten Maschinen sind teilweise mit Sonderzubehdren ausgestattet.

LWRs THREADER

Self-propelled hydraulically driven unit
for laying and removing rails and LWRs
with one operator

800 m per hour output
914 to 3,330 mm working gauge
Handles rail from 37 to 70 kg/m

Up to 500 mm lift; 7 t capacity;
support, for all types of sleeper

Quick off-tracking set available

Third ram is available to handle
a single rail

Power outlet for ATR6 rail puller
Power source: petrol or diesel
Weight: 1 095 kg

We reserve the right to make any alteration or improvement deemed necessary to this equipment. Illustrations may include optional equipment.
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